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BOARDS WITH LIGHT TACK ADHESIVE: 

 

 

 

 
 

   
 

 

   
 

   

For shipping & handling 

Springs & Light Weight Parts 
 

Available in: 

▪ Chip Board with Low Tack Adhesive 

▪ S.B.S. Board with Medium Tack Adhesive 
 

Features and Benefits: 

▪ Single sided pressure sensitive adhesive for shipping, 
storing, and handling of parts and products   ▪ Adhesive is 
available in a light weight low or medium tack  ▪ Light tack 
adhesive is designed for easy removal without residue. 

MORE ADHESIVE BACKED MATERIALS AVAILABLE 

P8100UL  
Soft 

 EPDM / NEOPRENE 

S600 
 Soft 

U6100 
Medium 

OPEN CELL  

P8500 
Ultra Soft 

PF1600 
 Soft 

POLYETHYLENE SILICONE URETHANE 

P9200  
Soft 

EPDM 

NE4300  
Medium 

NEOPRENE 

VF5600 
 Soft 
PVC 

More 
Available  

 CHIPBOARD 
LOW TACK 

TACK BOARD 
MEDIUM TACK 

SERIES: “CB SERIES” “TB SERIES” 

MATERIAL: .028” Thick Chip Board .026” Thick S.B.S. Board 

COLOR: Brown  
(white filter on adhesive side) 

White 

ADHESIVE: Low Tack Medium Tack 

   SIZES: Common Square Sizes:  

7-7/8”, 8-7/8”, 9-7/8”, 10-7/8”, 11-7/8”, 15-7/8”, 17-7/8” 

Any Custom Square or Rectangle Size Available. 

APPLICATION NOTES: Ensure surfaces are well unified, clean, dry, and free of dirt / oils. It is the end user’s responsibility to determine final suitability of Pres-On’s product for use in their application. 

For Terms and Conditions: https://www.preson.com/terms-conditions/ 
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